
Diseño y flexibilidad
Design and flexibility



Primacy 113
Estética, acústica y técnica  

en perfecto equilibrio.



ESPECIFICACIONES TÉCNICAS

Espesor tabique: 113 mm. 

Atenuación Acústica: Hasta Rw 50 dB. módulos ciegos, hasta  Rw 48db 
módulos vidriados

Estructura interior: 75 mm Acero galvanizado Sendzimir  0,8 mm. ST02, 
Zinc Z275, cromatado. Propiedades mecánicas EN 10346. Regulación 
en altura mediante escuadras de acero.

Perfiles exteriores: Aluminio extruido según normas EN–755 y EN-573-
3. Anodizado o lacado según norma Qualicoat.

Paneles: Tableros de partículas de madera aglomerada de 19 mm de 
espesor. Revestimientos en melanina, HPL, lacados, maderas, textil, vi-
nilo… Sujeción mediante grapas y zetas metálicos desmontables.

Vidrios: Uno o dos vidrios desde 4+4 hasta 8+8. Unión mediante adhesi-
vo y fina H de policarbonato transparente.	  

Puertas: Espesores: 40mm- 50mm. y 113 mm. Pernios vistos u ocultos. 
Batientes o correderas.	

Aislamiento interior: Lana de roca de 70 mm de espesor. AW 0.80. UNE 
EN 13162 productos aislantes para edificación.

Juntas paneles: Entrecalles de 3 mm de perfil de aluminio.

TECHNICAL SPECIFICATIONS

Thickness system:	113 mm. 

Sound Insulation: Of up to Rw 50 dB .solid  moduls, Rw 48db glass 
moduls.

Interior structure supports:	 75 mm Sendzimir galvanized steel 0,8 
mm. ST02, Zinc Z275, chrome treatment. Mechanical Properties EN 
10346. Height regulation by machining bracing connector.

Exterior profiles. Extruded aluminium in accordance EN–755 y EN-573-
3. Anodised or lacquered aluminium Qualicoat requirements.

Panels 19 mm. woodchip hardboard panel decorative coated. Coating 
options: melamine, high pressure laminate, wood, textile, vinile… Panels 
hold by zetas and panel clips causing demountability possibility.

Glass panels: Thickness of between 4+4 and 8+8 mm. Panes junction by 
fine transparent polycarnonate H.

Doors: Thickness: 40mm- 50mm. and 113 mm. flush door. Possibility hi-
dden frames and hinges. Swing or sliding.	

Internal insulation: 70 mm. thick rock wool. AW 0.80. UNE EN 13162 for 
thermal and acoustic insulation.

Panel joints: 3 mm. groove with aluminium profile.
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ROBUSTEZ Y ELEGANCIA
El sistema PRIMACY es versátil y conjuga robustez (gracias a la estructu-
ra interior de doble acero de 75 mm.) con elegancia y permite la confi-
guración de espacios íntimos con zonas más visuales, mimetizando las 
puertas que quedan ocultas en los muros. Los marcos de las puertas 
quedan ocultos (en el caso de particiones ciegas) o vistos (en el caso de 
particiones de vidrio). Los perfiles estructurales desaparecen de la visión 
del muro, manteniendo una elegancia de líneas con juntas de 3 mm de 
espesor. La gama de acabados es muy amplia pudiendo instalar todo 
tipo de paneles decorativos en diferentes materiales y terminaciones, per-
sonalizando los espacios.

LAS PUERTAS
En el desarrollo del sistema Primacy 
se determinó que las puertas serían un 
elemento diferenciador, proponiendo 
el mimetismo dentro del conjunto del 
tabique.Primacy presenta una colección 
de puertas simples y dobles, con vidrios 
simples o dobles, marcos vistos u ocultos 
y enrasadas a una o dos caras del tabique.

ROBUSTNESS AND ELEGANCE
The PRIMACY system is versatile and combines robustness (with the 75 mm 
double-steel inner structure) and elegance to create intimate spaces with 
more visual areas by downplaying the doors which are hidden in the walls. 
The door frames are hidden (solid partitions) or exposed (glass partitions). 
The structural profiles disappear from the wall vision field as the elegance 
of the lines is maintained with 3 mm thick joints. The range of finishes is 
very extensive will the possibility of installing all types of decorative panels 
in different materials and finishes to customize the spaces.

THE DOORS
When developing the Primacy system, 
the idea was to create outstanding doors 
to imitate the entire partitioning system. 
Primacy offers a collection of single and 
double doors with single or double gla-
zing and exposed or hidden frames that 
are flush on one or two sides of the par-
titioning.



Primacy 113



Primacy 113



Primacy 113

INTEGRACIÓN VISUAL COMPLETA
La partición PRIMACY permite la integración visual 
completa de las zonas de trabajo, aportando una 
atenuación acústica entre salas de hasta RW 48 db, 
con la utilización de dos vidrios laminares de seguri-
dad 6+6. Las juntas conseguidas con perfiles de poli-
carbonato transparente aseguran un perfecto sellado 
entre vidrios.

Las puertas, a conjunto con la instalación, transpa-
rentes, enrasadas a las dos caras del tabique.

COMPLETE VISUAL INTEGRATION
A PRIMACY partition offers complete visual integra-
tion in work areas with sound reduction between 
rooms by up to RW 48 db due to the use of two 6+6 
sheets of security glass. The joints created with trans-
parent polycarbonate profiles ensure perfect sealing 
between panes.

The doors match the system as they are transparent 
and flush on both sides of the wall.



 Certificados de aislamiento acústico según normativas ISO 12354-1 e 717-1. 

Simulación de aislamiento acústico de particiones mediante software comercial INSUL.

La solución de mampara acristalada formada 
por un vidrio laminado de 6+6 mm, cámara de 
aire de 89 mm y otro vidrio laminado de 6+6 
alcanza un aislamiento de RW = 48 dB lo que 

expresado en un parámetro comparable con los 
requisitos del Código Técnico de la edificación 

RA = 47 dBA.

Mampara acristalada
RW = 48 dB   |   RA = 47 dBA

La solución de mampara ciega formada por un 
panel de aglomerado de 19 mm, cámara de 
aire de 75 mm con lana de roca en el interior 

y otro aglomerado de 19 mm alcanza un 
aislamiento de RW = 50 dB lo que expresado en 
un parámetro comparable con los requisitos del 

Código Técnico de la edificación RA = 46 dBA.

Mampara ciega
RW = 50 dB   |  RA = 46 dBA

 The calculation method uses empirical formulations according to the international regulations 
UNE-EN ISO 12354-1 and UNE-EN ISO 717-1 and its made with the commercial software INSUL.

Glass solution consists of one 6+6 mm 
laminated glass, an 89 mm air gap and other 

6+6 mm laminated glass. The whole solution is 
joined by aluminum profiles. The global sound 
insulation is Rw = 48 dB. The comparable index 
for the CTE – Código Técnico de la Edificación 

(Technical Building Code) is RA = 47 dBA.

Glass Partition
RW = 48 dB   |   RA = 47 dBA

The solid solution consists of a 19 mm chipboard, 
an 75 mm air gap with mineral wool inside and 
other 19 mm chipboard. The whole solution is 
joined by aluminum profiles. The global sound 
insulation is Rw = 50 dB. The comparable index 
for the CTE – Código Técnico de la Edificación 

(Technical Building Code) is RA = 46 dBA.

Solid Partition
RW = 50 dB   |  RA = 46 dBA

ACOUSTIC ISOLATIONAISLAMIENTO ACÚSTICO
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PARTICIÓN SECCIONES Primacy 113 PARTITION SECTIONS
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La partición Primacy 90 es una combinación de es-
tructuras de acero y aluminio que, junto con table-
ros y vidrios, compartimentan espacios interiores. 
Las diferentes series de la partición Primacy resuel-
ven todo tipo de estéticas como entrecalles, vidrios 
dobles o simples, puertas rasgadas o suelo techo, 
manteniendo la calidad y la estética en el conjunto 
de la instalación.

Todas las posibilidades estéticas combinadas en un 
solo producto.

All the aesthetic possibilities in a single product.

The Primacy 90 partitioning system is a combination 
of steel and aluminum structures which, along with 
boards and glass panes, divide interior spaces. The 
different Primacy partitioning series solve all types 
of aesthetic needs such as grooving, double or sin-
gle glazing, and flush doors with the ceiling and 
flooring, all while maintaining the quality and look 
of the entire system.

All the aesthetic possibilities combined in a single 
product.




